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Contact us today for an authorized American DJ Dealer in your area or a free 
catalog: 800.322.6337 / info@americandj.com
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Follow Us On These
Social Media Sites:

Quality, Affordable & Reliable Products
From A Company You Can Trust!

NEW!

Add More To Your Show...And Take Less From Your Budget
Introducing INNO SERIES LED Fixtures 

InnoColor
BeamLED

108-Watt high output LED Moving Head Beam 
e� ect with 36x 3-Watt LEDs

$799.99*

InnoRollLED
50-Watt LED DMX-512 Barrel Mirrored Scanner

$599.99*

50-Watt LED DMX-512 Flat Mirrored Scanner

$599.99*

InnoScanLED

Check Out Product Demo 
Videos Of These Fixtures 
@ www.americandj.com!

NEW!
NEW!

The ADJ NewsWave Gives You The 
Latest ADJ News & Events. Sign Up 

For Free At: www.adjnewswave.com
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BOOKS OF THE MONTH

readily available 7815/7915 15V IC
regulators, modified to provide the
extra ±2V.

I found the chapters on volume and
balance controls and signal switching
particularly illuminating, if only
because these are aspects of audio
equipment that we most often take for
granted, rarely giving them a second
thought unless they fail. It is reassur-
ing to read that while a mechanical
switch is as “on” as the resistance of
its contacts and connections allows, it
is, in general terms, a good deal less
“off”—typically, “the offness is only -
66dB, and grounding the unused side
of the switch only improves offness by
about 2dB,” Self writes. (So that’s why
at high levels you can still hear muted
channels on a Mackie mixer if you
leave the channel faders up!)

The author then examines a num-
ber of alternatives to mechanical
switches, with a view to increasing
signal attenuation in the “off” position
and eliminating the annoying click
when the switch is actuated. Like
Huber and Runstein, Self maintains a
website to which he adds new materi-
al on an ongoing basis, and where he
can be contacted by readers wishing
to discuss matters in detail.

The website also contains a list of
printing errors that should be consult-
ed prior to constructing any of the cir-
cuits in the book, since some compo-
nent values are incorrectly printed in
the book (http://www.douglas-
self.com/ampins/books/errata.htm).

Finally, PCBs, kits, and completely
built circuit boards of some of the
designs in the book can be obtained
online at a companion website,
www.signaltransfer.freeuk.com.

At $73.95 Small Signal Audio
Design isn’t cheap, but it may just
motivate you to dig out your soldering
iron, roll up your sleeves, and sit down
at the bench for a satisfying afternoon
that will no doubt drag on into the
evening. It might even make you feel
like a kid again. — Alan Hardiman

800.624.0146  wybron.com

 The same bold, brilliant, bright light...now 
with interchangeable lens kits. 
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Brighter. Better. Smarter.

C
IR

C
L
E

 R
E

A
D

E
R

 S
E

R
V

IC
E

 6
6


